PROBE LAYOUT FOR SPECIAL SHIPMENT DESTINATIONS

LHS - Left hand side of container    RHS - Right hand side of container

S KOREA

P1 - First pallet at cooler LHS, 2nd layer of cartons from bottom, centerline of container

P2 - Middle of container LHS, 4th layer of cartons from the bottom, centerline of container

P3 - Last pallet, door end LHS, 2nd layer of cartons from the bottom, centerline of container

P4 - Last pallet, door end LHS, 6th layer of cartons from the bottom, centerline of container

#
P4 must be routed above the red load line or on top of the pallets

TAIWAN 

P1 - Last pallet, door end LHS. Sensor to be placed in the fruit in the lower corner (second layer), 50 to 100 cm from the side of the container

P2 - Last pallet, door end RHS. Sensor to be placed in the fruit in the lower corner (second layer), 50 to 100 cm from the side of the container

P3 - Last pallet, door end centerline of container, sensor should be placed one-half the height of the pallet

USDA / IRAN / INDONESIA/ INDIA / JORDAN

P1 - First pallet at cooler LHS, top layer of cartons, centerline of container

P2 - approximately 2,0m for 12m and 1,0m for 6m containers from door end LHS, sensor must be placed in a carton closest to the centerline of the container one-half the height of the pallet

P3 - to be placed in the same pallet LHS and same height as P2, except that it is in the fruit in the carton closest to the sidewall

JAPAN

P1 - First pallet at cooler RHS, 2nd layer of cartons from top, centerline of pallet

P2 - Middle of container LHS, sensor should be placed one-half the height of the pallet center line of container

P3 - Last pallet, door end LHS, 2nd layer of cartons from the bottom, centerline of pallet

REUNION / MADAGASCAR

P1 - Sensor or portable logger with spear must be placed in the fruit in the last pallet loaded LHS or RHS into the container, 2nd carton layer from the bottom and centerline of pallet

P2 - Sensor or portable logger with spear must be placed in the fruit in the same pallet as sensor P1 placed in container, 2nd carton layer from the top and centerline of pallet

BANGLADESH / SRI LANKA

P1 - Portable logger must be placed in the carton in the last pallet loaded LHS or RHS into the container, 2nd carton layer from the bottom and centerline of pallet

P2 - Portable logger must be placed in the carton in the same pallet as sensor P1 placed in container, 2nd carton layer from the top and centerline of pallet

CHINA

P1 - First pallet at cooler LHS, sensor must be placed in the top right corner closest to the cooler

P2 - approximately 1,5m for 12m and 1,0m for 6m containers from door end LHS, sensor must be placed in a carton closest to the centerline of the container one-half the height of the pallet

P3 - Sensor to be placed in the same pallet and same height as P2, except that it is in the fruit in the carton closest to the sidewall

ISRAEL

P1 - First pallet at cooler RHS, sensor must be placed in 2nd layer from the bottom, center of corner box, closest the side-wall

P2 – in the center of the container, sensor must be placed in a carton closest to the centerline of the container one-half the height of the pallet

P3 - Last pallet, door end LHS, 2nd layer of cartons from the top, center of carton closest to the sidewall

#
P3 must be routed above the red load line or on top of the pallets

( - In the case of grapes the spear must be entirely covered with individual berries -(
